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NX系列软糖生产线
NX Series Soft Candy Production Line

用途（Application）
NX 是一款专为糖果行业设计的先进生产设备，特别适用于满足市场对多样化糖果产品日益增长的需求。它能够简化生产流程，并高效制造多种类
型的糖果，包括但不限于软糖、硬糖以及3D棒棒糖等。值得一提的是，NX设备针对凝胶软糖的生产进行了专门研发，支持连续生产基于果胶或明
胶的各种形式的软糖，确保了生产的灵活性和效率。这使得制造商可以轻松地创造出不同口味、形状和尺寸的软糖产品。此外，通过简单的模具
更换，NX 还能用于生产浇注式的软糖棒棒糖，进一步扩展了其在糖果生产中的多功能性。

NX is an advanced production equipment designed for the confectionery industry, especially suitable for meeting the market's growing 
demand for diversified confectionery products. It can simplify the production process and efficiently manufacture various types of 
candies, including but not limited to soft candies, hard candies, and 3D lollipops.In particular, the NX equipment has been specially 
developed for the production of gel candies, supporting the continuous production of various forms of pectin or gelatin-based candies, 
ensuring production flexibility and efficiency. This allows manufacturers to easily create soft candy products of different flavors, shapes 
and sizes. In addition, through simple mold replacement, NX can also be used to produce cast soft candy lollipops, further expanding 
its versatility in candy production.
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技术参数（Technical Parameters）

型号TYPE参数ITEM NX-80

最大产量 Max. Output
糖块重量Sugar Block Weight
浇注次数 Pouring times

温度 Temperature
湿度 Humidity

环境要求
Environmenta
Requirements

NX-20

20kg/h

NX-50

50kg/h

20-25℃

总功率 Total Power 16kw/380v 18kw/380v 21kw/380v

生产线总长度
Production Line Total Length 7.8m 9.5m 10.8m

80kg/h

5g
30-45n/min

NX-150

50%
30kw/380v

18m

150kg/h

NX-300

47kw/380v

20m

300kg/h

1.2-10g
55-75n/min

NX-450

62kw/380v

20m

450kg/h

特点（Features）
PLC/计算机过程控制可用；
LED触摸屏，操作简便；
生产能力为150kg/h、300kg/h、450kg/h、600kg/h或更高；
与食品接触的部件由卫生不锈钢SUS304制成；
可选（质量）流量由变频器控制；
在线注射、计量和预混合技术，用于按比例添加液体；
计量泵自动注入色素、香精和酸；
额外一套果酱注入系统，用于制作果酱夹心糖果（可选）；
使用自动蒸汽控制系统代替手动蒸汽阀，控制稳定的蒸汽压力供应给蒸煮；
可根据客户提供的糖果样品制作模具。
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PLC /computer process control available.
An LED touch panel for easy operation.
The production capacity is 150kg/h,300kg/h,450kg/h,600kg/h or more.
The contacting food parts are made of hygienic Stainless Steel SUS304.
Optional (mass) flowing controlled by Frequency inverters.
In-line injection, dosing, and pre-mixing techniques for the proportional addition of liquid.
Dosing pumps for the automatic injection of colors, flavors and acids.
One set of extra jam paste injection systems for making fruit jam-center-filled candies（optional）.
Use automatic steam control system instead of the manual steam valve which control a stable steam pressure supplying to the 
cooking.
Moulds can be made according to the candies samples provided by the customer.
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